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Opening

Standard Construction 
 

Frame 
22 ga. Galv. Steel  

 Door 
22 ga. Galv. Steel 

Insulation 
1” thick Fiberglass 

         Gaskets 
Polyurethane 

         Latches 
 Zinc plated Sash-type with Zinc plate

         Maximum Size 
 24” x 24” 
         Minimum Size 
 6” x 6” 

Hinge 
 Always furnished on height dimensio

See-thru models  
Single (-1G) or double pan
Single (-1P) or double pane
Single (-1W) or double pan

 Opening Sizes: 
  6” x 6” thru 12” x 10” – 5” D
  12” x 12” thru 18” x 14” – 9
  16” x 16” thru 24” x 24” – 1
        OPTIONS 
 Available in stainless steel  

 
Unit shown typical 16” x 16”, 
larger sizes utilize 2 cam 
latches. 

 
Unit shown typical 16” x 16”, 
larger sizes utilize 1 cam 
latch per side. 
1” Insulated Access Doors
 

 

Opening Height

Hinge

5/8” 
Typical 4
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Single Pane Unit Shown 

SAH-1G/2G 

SAC-1G/2G 
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Door  
Panel 

1” 
½” wide gasket  
frame to duct 

5/8” notched 
Knock-Over edges 
(Typical 4 sides) 
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  SAFE-AIR OF ILLINO
                      Engineering and General O

     1855 South 54th Avenue, Cicero
                Phone 708-652-9100   FAX 708

DEPENDABLE PRODUCTS S
” wide gasket 
oor to frame 
AC
ulated Access Doors     5/08 

IS INC. 
ffices 

, Illinois 60804 
-652-9158 
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